
IMPEXRON GMBH

MADE CHECK APPROVAL

BY BY BY

CLIENT : IMPEXRON GMBH SICO 

APPV'D : IMPEXRON GMBH IMPEXRON GMBH
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TAG No.

2-WAY BALL

TAG NO

1/4" PT

CLASS Ⅵ

ON-OFF

SCS 13 / SUS 304

PTFE

SIDE ENTRY

≤ 85 DBA

RTFE (GLASS 15%)

200A

JIS 10K (R.F)

SCPH2

1     OF    1
ON-OFF  VALVE

(PNEUMATIC 2-WAY BALL VALVE )

REVISIONS

SICO IMPEXRON GMBH

PROJECT : -

-

JOB NO.  :  -

PORT SIZE

SERVICE -

-

LINE SIZE. /. SCH'D No.

REQUIRED SEAT TIGHTNESS

PACKING MATERIAL

BODY MATERIAL

TYPE OF BODY

SEAT MATERIAL

END CONN. RATING

TRIM FORM

TRIM MATERIAL( BALL / STEM)

BODY SIZE

AIR CONN.

BODY BONNET TYPE

GENERAL
QUANTITY 1 SET
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26 - -10/+150
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NOTES.

WEATHER PROOF

1/4" PT

4~6 ㎏/㎠

21

-POWER FAIL POSITION

-

-

OPEN

DOUBLE ACTING

C-210DA

-

-

LAST

-

-

SUNG IL VALVE

FLOW ACTION TO

ACTUATOR

17 TYPE OF ACTUATOR
(MAKER : DONG SUNG)

AIR SUPPLY

AIR CONN.

AIR FAIL POSITION

OPTIONS

LIMIT SWITCH BOX

AIR UNIT

SOLENOID VALVE

FLUID 

ENCLOSURE

OPERATING PRESS. (Kg/cm2)MAX

OPERATING VISCOSITY (cP) -

      SUNG- IL   VALVE   IND.  CO.,   LTD.

SERVICE

DWG. No.

MANUFACTURER

S17-01-072-0A

OPERATING TEMP.  (°C) DESIGN TEMP (℃)

SICO R
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