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Supports Texas
lnstrurents Digrtal Signal

Processors and

MicroconBollers with JTAG
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Companble with Code
Composer StudrorM
Version 4 2 and later from
Texas lnstruments

Compabble with Texas
lnstturents Code

CompoEr Studiow. and
DSP BIOS

Supports CCS v4.x DSS
Java Sqipting

Compatible wth Windore
2000, XP, Vista, and Win
7.
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Adapters:

o MIP160‐ ■14

o MIP160‐ CT120

o MIP160‐ ■60

o MIP160-ARM 20

CD‐ ROM wnhd商 vers

Pcwer Suppv(110‐ 220
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cords
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・  C64×も ARM

e C28xЖ OMAP3

● C5000 0MAP4
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D DaVna

Modular tail connedor for
alternate JTAG headers

Advan@d emulatron

Entrcller provdes high
performance.
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Programmable TCLK up to

64MHz

Ethernet comunications
to host PC

USB 2 0 communications

to host PC
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. Code Composer Studiorr

. DSPTargetBoard (EVM,

eZdsprx, DSK)

. Supports +1 2V to {.lV

. JTAG interfaces.

r 1 powerLED

. 6 LEOS for operational
statu s

. 2 LEDS for Ethernet status

. Usr accessible RESET
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. Power suppled by included
+5V power supply
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