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Gebläseausführung: ohne Füße, Förderrichtung vertikal   
Blower stage: without supports, vertical flow  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Typ 
Type G H-0.5 I L DN øN øO Anzahl x øP

No. of  x øP Q V øW X Y Z 
Gewicht
Weight 

[kg] 
BS15/FRB 191 112 34,0 391 50 125 125   4 x ø18 222 252 24 8 27,0 50 36,0 

BS25/FRB 208 112 34,0 426 65 145 144   4 x ø18 222 252 24 8 27,0 50 41,0 

BS35/FRB 265 160 42,5 509 80 160 200   4 x ø18 318 295 38 10 41,0 80 85,0 

BS45/FRB 295 160 42,5 569 80 160 200   4 x ø18 318 295 38 10 41,0 80 97,0 

BS46/FRB 345 160 42,5 669 100 180 230   8 x ø18 318 295 38 10 41,0 80 117,0 

BS55/FRB 330 184 53,5 639 100 180 230   8 x ø18 368 345 48 14 51,5 110 141,0 

BS65/FRB 361 184 53,5 701 150 240,2 285   8 x ø23 368 345 48 14 51,5 110 157,0 

BS66/FRB 417 184 53,5 813 150 240,2 285   8 x ø23 368 345 48 14 51,5 110 190,0 

BS75/FRB 365 224 67,5 710 150 240,2 285   8 x ø23 448 415 55 16 59,0 110 210,0 

BS85/FRB 423 224 67,5 828 150 240,2 285   8 x ø23 448 415 55 16 59,0 110 246,0 

BS86/FRB 478 224 67,5 938 200 296 340   8 x ø23 448 415 55 16 59,0 110 312,0 

BS95/FRB 449 264 84,0 864 150 240,2 285   8 x ø23 528 522 60 18 64,0 140 354,0 

BS105/FRB 497 264 84,0 960 200 296 340   8 x ø23 528 522 60 18 64,0 140 494,0 

BS106/FRB 572 264 84,0 1110 200 296 340   8 x ø23 528 522 60 18 64,0 140 434,0 

BS115/FRB 513 299 106,0 986 200 296 340   8 x ø23 598 618 70 20 74,5 140 532,0 

BS125/FRB 568 299 106,0 1096 250 350 405 12 x ø24 598 618 70 20 74,5 140 597,0 

BS126/FRB 668 299 106,0 1296 250 350 405 12 x ø24 598 618 70 20 74,5 140 662,0 

BS135/FRB 592 359 135,0 1130 250 350 405 12 x ø24 718 790 85 22 90,0 170 900,0 

BS145/FRB 695 359 135,0 1336 300 400 475 12 x ø24 718 790 85 22 90,0 170 1030,0 

BS155/FRB 770 359 135,0 1486 300 400 475 12 x ø24 718 790 85 22 90,0 170 1170,0 

Abmessungen in [mm]. Maßangaben unverbindlich. Genaue Maße sind nur über die entsprechende Seriennummer ermittelbar.  
Dimensions in [mm]. Measurements are subject to confirmation. Definite measurements may only be obtained in relation to the 
relevant serial number. 

Toleranz / Tolerance 
R = Manometeranschluss G ⅜"    øW  ≤ 50 k6 
R = Connection pressure gauge G ⅜"   øW  > 50 m6 


